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PRODUCT SPECIFICATION

Product code: IXF-2CF-TmHo-PM-20-300

Parameter Specification Units
1 Core diameter 20 +1 Km
2 | Clad diameter 300 10 Mm
3 Coating diameter 460 + 20 pm
4 | Core NA 0.09 £0.02
5 | Cladding NA >0.46
6 | Clad absorption @789nm* >3.3 dB/m
7 | Clad absorption @1180nm >0.6 dB/m
8 | Multimode background losses <50 dB/km
9 | Birefringence >5.10%
10 | Core-clad offset <2.0 pm
11 | Proof test level 100 Kpsi
Comments

Panda PM design

Round cladding shape

HeNe multimode tested

Effective date of this document: 05/06/2019
Edition: B

Document reference: IXF-2CF-TmHo-PM-20-300_edB.pdf

Specifications are subject to change without notice

iXblue S.A.S. T.:+3313008 9450 Société par Actions Simplifiée au capital de 11 442 897 €
iXblue Photonics — Specialty Fibers Division www.photonics.ixblue.com R.C.S. Versailles 433 185 121 - SIRET 433 185 121 00061

Rue Paul Sabatier, 22300 Lannion, France Code APE 2651B - N° TVA Intra. FR 09 433 185 121



